tRA S A E

Kokyo & e

Web : https://www symphotony.com/

1435 Crossways Blvd ~ Phone: 757-213-0560
@ QPHOTONICS7 LLC Ste: 101 FAX: 757-213-0563

Chesapeake, VA 23320 E-mail: info@gqphotonics.com

— USA http://www.qphotonics.com
MODEL QSDM-1550-1 LIV Test Data
PART NUMBER SAMPLE 0.45 ‘ ‘ 14
0.4 -
- 0.35 -
Parameter Value Units
Optical Output Power 0.2 mwW 03 -
Threshold Current - mA
Operating Current 120 mA Z 0254
Operating Voltage 1.11 \'/ a;-,
Monitor Current 0.03 mA S 021
Monitor Dark Current 0 nA
Center Wavelength 1534 nm 0151
Spectral Width @ 1nm resin 37 nm 01
Ripples @ 0.2 nm resIn 2 % o
0.05 -
0
Emission Spectrum 0
lop, mA
°
&
= Fiber Type SMF-28
% NA 0.13
Connector None
1475 1495 1515 1535 1555 1575 1595
Wavelength, nm
Pin Connection 6.0 11.8
1 NC relf - o -
2 LD Anode (+)
4 PD Cathode (+)
5 PD Anode (-)
6 LD Cathode (-) @
7 NC
8 NC —
1 4
Operator HS TOP VIEW
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